Appln. No. 10/754,444 

Reply to Office Action of May 24, 2006 

Amendment Dated: August 24, 2006 

Current Listing of Claims; 

This listing of claims will replace all prior versions, and listings, of claims 
in the application. 

Listing of Claims: 

1.-13. [Cancelled] 

14. [Currently amended] An electrode deployment apparatus for treatment of 
tissue in a body lumen, the apparatus comprising: 

a plurality of electrodes arranged on a surface of a dimensionally stable support at 

a pre-selected electrode density: 

an expansion member comprising an elastically inflatable balloon coupled to the 

support, wherein the support is furled at least partially around the balloon in an 
overlapping manner, so that the support unfurls as the balloon is inflated to deploy and 
selectively expose a portion of the electrode surface while shielding a remaining portion 
and maintaining the electrode density: and A n apparatus as in claims 13, further 
comprising an elastic member coupled to the support to retain the support in contact with 
the balloon. 

15. -27. [Cancelled] 

28. [Currently amended] An electrode deployment apparatus for treatment of 
tissue in a body lumen, the apparatus comprising: 

a plurality of electrodes arranged on a surface of a dimensionally stable support at 

a pre-selected electrode density: 

an expansion member comprising an inflatable balloon coupled to the support to 

deploy and selectively expose a portion of the electrode surface while shielding a 
remaining portion and maintaining the electrode density: and Th e apparatus of claim 10, 
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»-a shaft and a sheath, wherein the support is attached at one end to a 
distal end of the shaft and spirally furled about the shaft, wherein the balloon is slidably 
received on the shaft proximal to the support, wherein the balloon and support are 

retained in the sheath so that they may be advanced past the sheath once the apparatus is 
positioned at a treatment area, and wherein the balloon is further advanced to the distal 
end of the shaft to expand the support. 
29.-46. [Cancelled] 
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